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For installation information please refer to the tooling overview and manuals on our website. 4 ™
Pour les conditions de pose, merci de vous référer a la description de |'outil et aux manuels disponibles sur notre site Web. Lw&
Angaben zur Verarbeitung entnehmen Sie bitte der Geratetbersicht und den Betriebsanleitungen auf unserer Website. =
Per informazioni sull’installazione preghiamo consultare i manuali e la panoramica degli attrezzi sul nostro sito web.
Para ver informacion sobre maquinas de colocacién, consulte nuestra pagina web, apartados vision general de maquinas y manuales.
English Francais Deutsch Italiano Espaiol
Earthing/grounding point Rivet masse Erdungsniet Punto di messa aterra Toma de tierra
Body: Low carbon steel* Corps: Acier bas carbone* Hulse: Stahl* Corpo: Acciaio a basso  Cuerpo: Acero bajo en
tenore di carbonio* carbono*

Zinc plated Revétement zingué Verzinkt Zincato Zincado
Clear trivalent passivated Passivation claire Klar chromatiert, Passivazione chiara Pasivado claro trivalente

trivalente Cr6-frei trivalente
Stem: medium carbon  Tige: Acier au carbone** Dorn: Stahl** Gambo: Acciaio a medio Vastago: Acero medio en
high tensile steel** tenore di carbonio** carbono**
Zinc plated Revétement zingué Verzinkt Zincato Zincado
Clear trivalent passivated Passivation claire Klar chromatiert, Passivazione chiara Pasivado claro trivalente

trivalente Cré-frei trivalente
Tab: Brass*** Languette: Laiton*** Fahne: Messing*** Linguette: Ottone*** Lengleta: Laton***
*: SAE 1008 **:SAE 1045 ***: CuZn 30, DIN 17660
Note: conforms to EN-60335-1
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