POP X Avdel

Stavex® BS11 Series

Stainless Steel / Stainless Steel

For installation information please refer to the tooling overview and manuals on our website.
Pour les conditions de pose, merci de vous référer a la description de |'outil et aux manuels disponibles sur notre site Web.
Angaben zur Verarbeitung entnehmen Sie bitte der Geratetbersicht und den Betriebsanleitungen auf unserer Website.
Per informazioni sull’installazione preghiamo consultare i manuali e la panoramica degli attrezzi sul nostro sito web.

Para ver informacion sobre maquinas de colocacién, consulte nuestra pagina web, apartados vision general de maquinas y manuales.

English

Francais

Deutsch

Italiano

Espaiol

Dome head

Téte plate

Flachrundkopf

Testa tonda

Cabeza alomada

Body: Stainless steel*
Polished

Corps: Inox*
Poli

Hulse: Edelstahl*
Blank

Corpo: Acciaio inox*
Lucido

Cuerpo: Acero inoxidable*
Pulido

Stem: Stainless steel**

Tige: Inox**

Dorn: Edelstahl**

Gambo: Acciaio inox**

Vastago: Acero

Natural Brut Unbehandelt Nessuna finitura inoxidable**
Natural
*: BS3111 394517, Werkstoff 1.4567
**: BS3111 304517, AlSI 304, Werkstoff 1.4301/BS3111 321531, AISI 321, Werkstoff 1.4541
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nom. min. max. min. max. max. max. max. max. kN min. kN min.
(13/;32,,) 10| 60 | 33 | 34 | 145 | 73| 10 | 22 | 162 198 | 0BS11-00414
(5?3;2,,) 2.0 8.0 4.1 4.2 16.0 8.2 1.4 2.9 2.43 3.24 0BS11-00516
(3?1'3,) 1.5 9.0 4.9 5.0 171 10.1 1.6 3.1 4.14 4.50 0BS11-00618
all dimensions in mm / en millimétre / alle MaBe in mm / in millimetri / en milimetros
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Avdel® and Stavex® are registered trademarks of Avdel UK Ltd. POP® is a registered trademark of Newfrey LLC.

Data shown is subject to change without prior notice as a result of continuous product development and improvement policy.
Your local STANLEY Engineered Fastening representative is at your disposal should you need to confirm latest information.



