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1. 2. 3.

Surface mounted connectors  
to PCBs DIN 41612 male edge connector

Automotive vertical mounted  
connectors

Traffic light reflector and 
contact point

Specifications 

Sizes: 

2.5 mm and 2.8 mm

Materials:  

Electro tin plated Brass  

and Aluminium Alloy 

Head Style:  

Dome

Initially designed to attach DIN 41612 connectors to 

PCBs but can also be used to attach a wide range of 

other connectors and components.

Assembly applications 

Key features and benefits 

• Annular grooves on the body expand radially during  

installation

•  Provide a vibration resistant joint, increased pull-out  

resistance and good residual clamp

• Various body lengths provide a wide grip range to  

accommodate most combinations of connector and  

PC board thickness

• Ideal tack rivet

• Can be used in blind hole applications

• DIN and other connectors

•  Heatsinks

•  Card ejectors

•  Brackets and stiffener 

bars

Typical placing sequence 

Please visit our website www.StanleyEngineeredFastening.com for fastener placing animations.

Avtronic® For Attaching Connectors to PCBs 

Electronic component  
atttachment
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Power tools

Installation Systems 
From cost-effective power tools to custom assembly systems, Speed Fastening® equipment offers rapid and 

reliable assembly to meet your specific requirements. The equipment is an integral part of the Speed Fastening 

System and offers the following benefits:

• High speed, reliable fastener feed

• Assembly cycle times within two seconds

• Single side assembly

• Simple operation

• Quick reload

• Low maintenance costs

• Ideal for low volume batch work through  

to fully automated assembly lines

753 Standard tool

Workstations

Bespoke systems

Mini-MAS

23 placing heads to assemble a 
computer chassis

Twin head fixed pitch  
workstation

7535 Pantograph workstation

7537 Power tool

Power Tools 

For low volume production 

up to 500,000 fastener p.a. 

Workstations 

For medium volume 

production from 250,000 

up to 1,000,000 fastener 

p.a. 

Assembly Workstations 

For high volume 

production > 1,000,000 

fastener p.a. 
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Dome head Tête plate Flachrundkopf Testa tonda Cabeza alomada

Brass* 
Electro tin plated**

Laiton* 
Etamage électrolytique** 

Kupfer-Zink Legierung* 
verzinnt**

Ottone* 
Stagnato**

Latón* 
Estañado electrolítico**

*: BS EN 12166 CW 508L DIN 17660  CuZn37
**: We recommend tin plated parts 1188 Series are installed within 9 months from the date they were produced.  
 Nous conseillons d’utiliser les pièces en laiton étamé du série 1188 sous un délai de 9 mois après la date de production.
 Wir empfehlen, verzinnte Niete der Serie 1188 innerhalb 9 Monaten nach Produktionsdatum zu verarbeiten.
 Raccomandare di utilizzare i prodotti stagnati serie 1188 entro 9 mesi a decorrere dalla data di fabbricazione.
 Recomendamos utilizar sus piezas estañadas serie 1188 antes de 9 meses desde la fecha de su fabricación.

ø øB D L øJ

F

Fasteners per pod
 Nombre de rivets 

par chargeur/ 
Niete pro Magazin/ 

Rivetti per 
caricatore /  
Uds./carga

Part No/ref

nom. min. max. max. max. max. max. kN1) ± 1

2.5 2.50 2.60 4.14 0.94

5.18

2.48 0.045

51 01188-02506

6.78 41 01188-02508

8.36 33 01188-02510

9.96 28 01188-02512

11.53 24 01188-02514

13.13 21 01188-02516

14.71 19 01188-02518

16.31 17 01188-02520

17.88 16 01188-02522

2.8 2.80 2.90 4.14 0.94

5.18

2.74 0.067

52 01188-02806

6.78 41 01188-02808

8.36 33 01188-02810

9.96 28 01188-02812

11.53 24 01188-02814

13.13 21 01188-02816

14.71 19 01188-02818

16.31 17 01188-02820

17.88 16 01188-02822

all dimensions in mm / en millimètres / alle Maße in mm / in millimetri / en milímetros

1) typical values / valeurs moyennes / typische Werte / Valori tipici / valores típicos

Avtronic® 1188 Series
Brass

  
øJ

øB

L

D

øJ

øB D

L

L  10 mm: L > 10 mm:

0.76 
± 0.38

0.76 
± 0.38

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.


